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ADHESIVES: Please refer to Gerflor Installation Guide

INSTALLATION: Installation should be carried out in accordance with local standards. Subfloor should be smooth, hard, clean, dry and free from contamination
prior to laying. Where applicable the sublloor must incarporate an effective Damp Prool Membrane. The matenal must be allowed to acclimalise lor 24 hours before
installation, in a room tlemperature of between 18-24°C where the product will be installed

MAINTENANCE: Maintenance should be carried out regularly to retain the appearance and durability of the floor. The floorcovering should be maintained with
reqular sweeping and damp imopping. A mare Intense cleaning regime should be carried out periodically with a machine using a red pad and a neutral cleaner, No
seals, polishes or waxes should be applied to the [loorcovering, as this will impair the slip resistance ol the lloor

For further instructions and guidance, please contact your local technical department.

Tarasafe

Ultra

Standard  Super Geo Style Ultra Comfort Uni
DESCRIPTION
Totat Thickness EN 428 mm 2.00 2.20 2 2 2.00 3.20 2.00
Thickness of Wearlayer EN 429 mm 20.74 1.12 1.15 1.21 1.16 1.16 0.91
Weight EN 430 g/m? 2210 2880 2500 2620 2610 3080 2600
Width/Length of Sheet EN 426 m/lm 2/20
CLASSIFICATION
European - class 34-43
K Rating - class K5 K5 K5 K5 K5 K5 K5
gt QSISO z:/nvér;é%/min T6s 168 168 168 168 Y87 768
Static Electrical Propensity EN 1815 kV <2 <2 <2 <2 <2 <2 <2
Slip Resistance AS 4586/NZ 2004 class R10 R11/R12 R10 R10 R10 R10 R10
Slip Resistance Wet AS 4586/NZ 2004 PTV/SRV! 249 260 42 42 42 42 39
Pendulum AS 4586/NZ 2004 class W v X X X X X
Surface Roughness = pm Rz>20 Rz>20 Rz220 Rz220 Rz:20 Rzz20 Rz220
PERFORMANCE
Wear Resistance EN 660.2 mm? £2.00 <2.00 <2.00 <2.00 <2.00 <2.00 £2.00
Wear Group EN 651 - T T I T If T T
Dimensional Stability EN 434 % <0.40 <0.40 <0.40 <0.40 <0.40 <0.40 <0.40
Residual Indentation EN 433 mm <0.10 <0.10 <0.10 <0.10 <0.10 <0.20 <0.10 g
Impact Sound Insulation ENISO 717-2 dB - - - - - 16 - A
Thermal Conductivity EN 12524 W/[m.K) 0.25 0.25 0.25 0.25 0.25 0.25 0.25 g
Colour Fastness EN 20 105-B02 degree 26 26 26 26 26 26 26
R, |
Bacteriostatic and ) B Sanosol®
Fungistatic treatment
Surface Treatment - - - - SparClean®

(1) The RRL pendulum test : wet is expressed as a Pendulum Test Value [PTV) and a Slip Resistance Value [SRV) to show that the test was carried out using a 45 rubber resistor

pad
PRODUCT | =0 green building council australia &E ﬁg .
STEWARDSHIP MEMBER =,

150 9001QISO 14001

Création - misterBrown - Edition = Gutenberg Networks -

Manufactured using recycled card.
A sampling service is available |
for your convenience - 1800 060 785

GERFLOR AUSTRALASIA PTY LTD

Tel: +613 9832 1300 - Fax: +613 9832 1395
Email: gerflordgerflor.com.au
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