
                           Product Specification 
  

Lansdown 
 

Date: December 2019 
Description: Fine gauge, patterned textured loop 
Pile Fibre: 100% selected carpet wools 
Fibre Quality:  Semi worsted, multi-ply, twisted and non-heat set 
Gauge:  2.54 mm (1/10") 
Stitch Rate: 26.3 per 100 mm 
Pile Weight:  1695 g/m2 (50 oz/yd2) 
Pile Height:  10mm & 11mm 
Colouration:  Stock dyed 

Primary Backing: 112 g/m2 (3.3 oz/yd2) heat stabilised woven polypropylene 
Secondary Backing: 237 g/m2 (7 oz/yd2) woven jute 
Laminate: 1011 g/m2 (29.8oz/yd2) synthetic latex 
Total Weight:  11.2 kg / LM (90.1 oz/yd2) 
Width:  3.66 metres +/- 
A.C.C.S. Reg. No:                14217 
A.C.C.S. Grade:                   Residential Extra Heavy Duty 2 , Stairs – 6 Star 
 
ACCS Environmental 
Classification Scheme: 

Contract Heavy Duty, Stairs – 3 star  
ACCS Environmental Certification Level 3 

Moth Proofed:  In accordance with AS2001.6.1 
Critical Radiant Flux:          AS/ISO 9239-1:2003 Will exceed highest requirement of 4.5 kw/m2  

(Burning Behaviour)          Smoke Value will not exceed 750 % min 
 CSIRO – Certificate of Assessment 973  
Slip Resistance:  
Quality Assurance:  

Tested to AS 4586:2013  Mean SRV 65   Class P5  

AS/NZS ISO 9001:2015 
Product Features: 
 

 

 

 

 

 
 
Warranty: 

• Natural Stain Resistance for easy maintenance 

• Semi Worsted Yarn System for high appearance retention 
• 10 Year Insect protection 
• Non Allergenic to keep your home healthy 
• Excellent Thermal Qualities and Fire Compliance to keep your home safe and warm 
• Australian Made to Australian Standards.  
• All Tuftmaster carpets are graded by the Australian Carpet Classification Scheme 
• Modern Colour Palette with a colour to suit every décor 
• 15 Year Wear Warranty 
• 15 Year Stain Resistance 
• 10 Year Insect Protection 
• Lifetime Manufacturing Defect 
• Lifetime Anti-Static 

Quality Control:     
   
Installation: 

Lansdown has passed numerous tests to provide that integrity of construction, wear and 
Colour performance that delivers a finished carpet quality assured for domestic use. 
All Tuftmaster Carpets must be laid in accordance with AS/NZ 2455.1:2007. 

Cleaning: Carpet should be cleaned and maintained in accordance with AS/NZS 3733:2018 and/or as       
instructed by Tuftmaster Carpets Pty Ltd. Tuftmaster strongly recommend the carpet be  

vacuumed at least once a week with a good quality vacuum cleaner. 
 

Colour Range: Harmony 110     Manuscript 910    London Fog 920   Navero 130 
 
Grey Drift 930    Liberty Grey 940   Graphite 970    Shale 990 
 
 

 

  
Please contact Tuftmaster Customer Service for further information 
email@tuftmaster.com.au 
Ph 1800 062 076 
  
 

 

  

 

 

TUFTMASTER CARPETS PTY LTD 
A.C.N. 004 802 564 

                                         5-7 COPE STREET  

                           PRESTON 3072, AUSTRALIA 
PO BOX 645, DANDENONG 3175 

TEL: +613 8480 4000 
FAX: +613 9791 6559 
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